PROLUCT BUYLLETIM PREMIX JOINT CCMFCUND BULLETIN NO:- J 6903
DRYWALL ACCIZZORY DUAL PURPOSE DATE: 5/11/73
PRODUCTS PAGE: lof 2
APFPROVALS : PRODUCING PLANT CANCELS: J 6930
SEATTLE DATE: 8/29/72
BULLZTEH DESCRIFTION A POUNDS GALLONS
047 Asbestos 7RF 10 - 2.47 150
24'4 L!&1&1‘.1’10091 228 .33 20
200 [Keltose 13 .
220 Wniting 4. 42 2700
251 Mica 9.87 600
453 Preservative .10 6
082 Carbitel Solvent S R R
470 PVA Emulsion (UCAR 131)6.24 on solids 6.38 388 42
030 Colloids #60 .10 6 |
‘Water 35.67 21468 260
TOTAL 100,06 6078
MANUFACTURING INSTRUCTIONS:
1. See Process Bulletin J 203..
2. For BPMG add 4 1lbs yellow oxide, BRM Bulletin No. 190,
QUALITY CONTFOL: |
TM-1 Viscosity, 150 gm cylinder @ 5 secs 12-15 mm
'I‘M-31‘ Standard Test Viscosity
150 gm cylinder @ 5 sec 15 cc per
250 gm paste 35-38 mm
T™-3 Tape Bond 9-10
M6 ~ Application Equal to Standard
TM-7 Workability

Equal- to Standard
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